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Functions: LED utility light

Touch on/off with a light touch of the lens surface
Oval & round versions available

LEDs: 10 x LEDs oval version
  9 x LEDs round version

Output: 400 lumens

Voltage: 12/24V

Operating range: 9-32Vdc

IP rating: IP67

Mounting: 870W flush mounts using B421-18 grommet
872W flush mounts using B426-18 grommet
871 & 873 surface mount with bracket in a 
chrome or black finish

Wiring: 30cm sheathed wires
     Red     = positive
     White = ground

Current draw: PM-870/1 (oval versions):
     0.27A @ 13V  /  0.19A @ 28V
PM-872/3 (round versions):
     0.28A @ 13V  /  0.18A @ 28V

Reverse polarity 
protection: Yes

Warranty: 3 years

Specifications

Lens: PMMA-HI

Base: ABS

Materials

Dimensions

PM-870W Oval light module

PM-871W Oval surface mount with black bracket

PM-871WC Oval surface mount with chrome bracket

PM-872W Round light module

PM-873W Round surface mount with black bracket

PM-873WC Round surface mount with chrome bracket

PM-B421-18 Oval grommet for PM-870W

PM-B426-18 Round grommet for PM-872W

Part numbers
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Suface mount with bracketPM-872W llight module

PM-B426-18 grommet

Suface mount with bracketPM-870W light module

PM-B421-18 grommet


